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Product Specification Sheet

1282302
Oki B411dn Mono Laser Printer

Product Overview

OKI B411dn - A4 33ppm, 2400 x 600 dpi, 64MB RAM, 250 sheet input, standard duplex, Hi speed USB 2.0, Bi-directional

parallel, 10/100 BaseT Ethernet, Langueges: PCL5e, PCL6, Epson FX, IBM ProPrinter

Specifications

Overview:

The B411 brings productive, high quality black & white printing within the reach of every small business. Most people would

expect to pay a premium for a printer with specifications as high as these. But with OKI, there's no need to compromise

between price and performance. You can have all the productivity features you need in a reliable, robust design that won't

stretch your budget.

Features:

Minimum expenditure, maximum value

The combination of the rapid print speeds, fine resolution for crisp, clear documents, and thoughtful design, makes this a

printer that everyone will appreciate, whether you choose the B411d for fast personal printing or the B411dn for sharing on the

network.

Designed for ease of use

Once you start using the B411 you'll wonder why other printers aren't built this way. It has a compact, low profile design, which

makes it easy to reach out and pick up your printed documents, a backlit display for clear 'at a glance' information about the

printer's current operating status, and consumables that anyone can replenish in a matter of moments.

Consistent, affordable quality

The B411's 600 x 2400dpi resolution lets you print clear, crisp documents that are sure to impress. What's more, because

we've kept the toner cartridge and drum as separate units you'll get full use of each consumable with no unnecessary waste.

Extra value

Other makes of printers in this price range are often rather basic. But the B411 distinguishes itself by including a range of

added value features as standard, such as automatic two-sided printing, a backlit 2-line LCD display, and OKI Template

Manager for quickly creating and printing on a wide variety of office documents.
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Built for endurance

The B411 uses ultra-reliable digital LED technology (pioneered by OKI and proven over more than 20 years) with fewer

moving parts for exceptional durability. This robust, built-to-last design means that we are confident enough to give you our

industry-leading three-year warranty at no extra cost.

Specifications:

© 2014 Respective owners and brand holders. This table has been carefully researched and generated by ComXpert International CC

(http://www.comx.co.za), however, errors and omissions may occur. Only references to South Africa apply. All products are sourced in

South Africa from the official suppliers and the warranty is that of the local supplier. E&OE. This table and our site's content may be used

on condition that this notice and link remains intact and unaltered.

Specifications

Product Code 1282302

Model B411dn - Duplex and networked

Printer

A4 Print speed 33ppm mono

Time to first print (TTFP) Less than 5 seconds

Warm up time Approx. 20 seconds from power save

Processor speed 330MHz PowerPC405

Interface and Software

Connectivity B411dn: IEEE1284 Bi-directional parallel, Hi-Speed USB 2.0, 10/100BaseTX Ethernet

Printer language PCL5e, PCL6, Epson FX, IBM ProPrinter

Network & protocols 10/100BaseTX Ethernet card with internal web server for printer and network card set-up and

management. Includes SMTP mail client for alerts. All major network protocols supported:

TCP/IP, Netware, Ethertalk and NetBEUI. TCP/IP: ARP, IPv4/v6, ICMPv4/v6, TCP, UDP, LPR,

FTP, TELNET, HTTP(IPP), BOOTP, DHCP, AutoIP, SNMPv1/v3, DNS, DDNS, uPnP, Bonjour,

WINS, SMTP, SNTP, Windows Rally(WSD-Print, LLTD), SLP, NetBIOS over TCP, JetDirect

protocols; Netware 3.x, 4.x, 5.x, and 6 with full NDS and NDPS support:- QServer over IP and

IPX, R-Printer, N-Printer, NCP, SPX, IPX, SAP, RIP; Ethertalk: ELAP, AARP, DDP, AEP, NBP,

ZIP, RTMP, ATP, PAP; NetBEUI: SMB, NetBIOS (B411dn only)

OS Compatibility Windows 2000 / 2003 / 2003 x64 / XP / XP x64 / Server 2008 (32-bit & 64-bit) / Server 2008

R2 (64-bit) / Vista (32-bit & 64-bit) / 7 (32-bit & 64-bit); Mac OS 10.3.9 or greater

Utility suite B411d Template Manager2, Configuration Tool2, Op-Panel Download Utility, Printer Menu Setup

Tool, Storage Device Manager2; B411dn: Template Manager*, Print Control Server*, Print

Control Client, PrintSuperVision.net*, OKI LPR*, Network Extension, Network Card Setup,

Configuration Tool*, Op-Panel Download Utility, Printer Menu Setup Tool, Storage Device

Manager* (*Windows only)

Typefaces

Printer fonts 87 scalable PCL fonts, 2 bitmap fonts, OCR-A/B

Dot matrix fonts Epson FX and IBM PPR at various pitches

Barcodes 12 types of one dimension with 28 variations: UPC-A, UPC-E, EAN/JAN-8, EAN/JAN-13,

Interleaved2of5, Code39, Code 128, EAN/UCC-128, CODABAR, ZIP+4POSTNET, Customer

barcode, USPS Zip Barcode; 1 type of two dimension: PDF417

Print quality

Resolution 2400 x 600dpi
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Paper Handling

Paper capacity Tray 1 250 sheets of 80gsm; Multi-purpose tray: 1 sheet (Up to 163gsm)

Paper capacity optional tray Tray 2 530 sheets of 80gsm

Maximum paper capacity 781 sheets of 80gsm

Paper sizes Tray 1 A4, A5, B5(JIS), A6, Letter, Legal 13, Legal 14, Executive, Statement; Tray 2: A4, A5, B5(JIS),

Letter, Legal 13, Legal 14, Executive; Multi-purpose tray: A4, A5, B5(JIS), A6, Letter, Legal 13,

Legal 14, Executive, Statement, Envelopes: Monarch, Com-9, Com-10, DL, C5, C6, Custom

Size (up to 1200mm length including banners); Duplex: A4, B5(JIS), Letter, up to Legal 14,

Executive

Paper weight Tray 1/2 60 to 120gsm; Multi-purpose tray: 60 to 163gsm; Duplex: 60 to 120gsm

Duplex Standard

Paper output 150 sheets face down, 100 sheets face up (80gsm)

General Features

Memory (RAM) Standard RAM: 64MB; Maximum RAM: 320MB

Operating temperature/ humidity 10 degreesC to 32 degreesC/ 20% to 80% RH non-condensing

Storage temperature/ humidity -10 degreesC to 43 degreesC/ 10% to 90% RH non-condensing

Power supply 230 VAC +/- 10%, 50 or 60Hz +/-2%

Power consumption Typical: 510W; Max: 900W; Idle: 70W; Power Save: 8W

Noise level Operating: 54dB(A) or less; Standby: 30dB(A) or less; Power save: Background level

Dimensions (H x W x D) 244.5 x 387 x 364mm

Weight 12kg (including consumables)

Duty cycle (Maximum) 60, 000 pages/month

Duty cycle (Recommended) 750 - 3, 000 pages/month

Product Information Online

For the latest product information, availability and purchasing details, please visit the product page:

Product page: https://www.comx-computers.co.za/1282302-Oki-B411dn-Mono-Laser-Printer-p-99821.php

Images and specifications are provided for reference and are subject to change without notice. E&OE.

Terms of Use: https://www.comx-computers.co.za/terms-of-use.php

Terms of Sale: https://www.comx-computers.co.za/terms-of-sale.php

PDF generated: 2026-10-28 19:16:04.

This PDF was generated automatically and may include content prepared or assisted by automated or AI-based systems. While reasonable care is taken

to ensure accuracy, errors or omissions may occur.

For the most current and accurate product information, please refer to the product information available on our website. If any specification or other

information differs from information published elsewhere, please confirm the details with us before relying on the information or making a purchasing

decision.

If you identify an error or discrepancy, please report it to us so that we may investigate and correct it where necessary.
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