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CAB-CPDU-09SAIEC14
UltraLAN 9-socket (3 pin SA) PDU with IEC Power cord

Product Overview

UltraLAN 9-socket (3 pin SA) PDU with IEC Power cord

Specifications

Overview:

UltraLAN 9-socket (3pin SA) PDU with IEC plug

- UltraLAN's 9-socket power distribution unit provides 3pin SA power points for the hardware in your cabinet.

- The PDU mounts vertically inside network cabinets against the railings. The PDU also has an IEC power cord to connect to

power, making it a great option to plug directly into a UPS in a server cabinet.

- An IEC to 3pin SA power cord can be purchased separately should you wish to plug the PDU into a 3pin SA 220V socket for

power:

Product Information Online

For the latest product information, availability and purchasing details, please visit the product page:

Product page:

https://www.comx-computers.co.za/CAB-CPDU-09SAIEC14-UltraLAN-9-socket-3-pin-SA-PDU-with-Buy-p-291910.php

Images and specifications are provided for reference and are subject to change without notice. E&OE.
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For the most current and accurate product information, please refer to the product information available on our website. If any specification or other

information differs from information published elsewhere, please confirm the details with us before relying on the information or making a purchasing
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ComX Computers - Product specification sheet - Page 1/1


