ComX Computers

Product Specification Sheet

PRCALBP361DW

Canon i-SENSYS LBP361dw A4 mono Laser Printer, Duplex, USB, LAN, WiFi

Product Overview

Canon i-SENSYS LBP361dw A4 mono Laser Printer, Duplex, 61ppm print speed, Up to 1200 x 1200 dpi print Resolution, 93
PCL fonts, Secure print, iOS AirPrint, Android Mopria Certified, 550-sheet Cassette paper Input, 100-sheet Multi-Purpose tray,
500-sheet paper Output, USB 2.0 Hi-Speed, Gigabit LAN WiFi, 5 line LCD Control Panel, 10-key Numeric Keypad

Canon

Canon

LBP36Tdw

Specifications

Overview:
Canon i-SENSYS LBP361dw

The Canon i-SENSYS LBP361dw is a single-function, black and white A4 printer ideal for maximising productivity for busy
workgroups.

- 61ppmA4 print speed

- 4,300Maximum paper capacity

- ConnectivityWireless LAN/Wi-Fi direct

- Cloud printingUniversal Print by Microsoft

Greater efficiency with high-speed, high-volume printing

Take business efficiency to another level with fast print speeds of 61ppm. Benefit from a light, compact design and robust
security to elevate your printing processes.

Features:
Boost productivity

Seamlessly input media types and produce large volumes of documents with optional additional paper cassettes which have a
maximum capacity of 4,300 sheets. Save time with duplex printing speeds of 50ipm and refocus your energies elsewhere.

Versatile Printing

With up to six different optional paper tray and pedestal configurations, the LBP361dw can operate as a standard desktop
device, or become a large free standing work station.

Robust security

Ensure your documents and devices are protected from virus or hacking threats with 360-degree security. Features include
encrypted secure print, verify system at start up, and network protection.

Connectivity

Connect with Wi-Fi as standard, and pair easily with Wi-Fi direct. Driverless cloud printing is also possible with native support
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for Universal Print by Microsoft.

Specifications:

© 2023 Respective owners and brand holders. This table has been carefully researched and generated by ComXpert International CC
(http://www.comx.co.za), however, errors and omissions may occur. Only references to South Africa apply. All products are sourced in
South Africa from the official suppliers and the warranty is that of the local supplier. E&OE. This table and our site's content may be used
on condition that this notice and link remains intact and unaltered.

Specifications

Product Code

General Specifications

Machine Type
Available Functions
Print Specifications
Print Speed
Printing Method
Print Resolution

Warm-up Time

First-Print-Out Time
Printer Languages

Fonts

Print Margins

Toner Saver Mode

Advanced Printing Features

Media Handling

Scanner Type

Paper Input (Standard)

Paper Input (Option)

Maximum Paper Input Capacity

PRCALBP361DW

Laser Printer

Print

61ppm

Monochrome laser beam printing

Up to 1200 x 1200 dpi

Print ready message shown:

Approx. 2 seconds or less from power on

Mono, approx. 4.9 seconds

UFRII (Ultra Fast Rendering), PCL5e4, PCL6, Adobe PostScript3

93 PCL fonts (93 Roman, 10 Bitmap fonts, 2 OCR fonts)

Andale Mono WT J/K/S/T (Japanese, Korean, Simplified and Traditional Chinese)
Barcode Fonts

5 mm-top, bottom, left and right

N/A

Secure Print

Print from USB memory key (JPEG/TIFF/PDF/XPS)

Barcode Print

iOS: AirPrint, Canon PRINT Business app

Android, Mopria certified, Canon Print Service Plug-in, Canon PRINT Business app

Microsoft Universal Print

N/A

550-sheet cassette

100-sheet multi-purpose tray

550-sheet cassette x 4 (Paper Feeder PF-J1)
2,000-sheet cassette (Paper Deck Unit PD-H1)
75-sheet envelope cassetts (Envelope Feeder EF-B1)

4,300-sheets
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Paper Output

Media Types

Media Sizes

Media Weights

Double Sided Printing

Interface & Software

Interface Type

Operating System Compatibility

Network Protocol

500-sheet

Multi-Purpose Tray: Plain paper, Recycled paper, Heavy Paper, Thin paper, Colour paper,
Coated paper, Pre-punched, Letterhead, Post card, Envelope

Cassette: Plain paper, Recycled paper, Heavy Paper, Thin paper, Label, Colour paper, Coated
paper, Pre-punched, Letterhead

Cassette (Standard): A4, A5, A5 (Landscape), A6, B5, B6, Legal, Letter, Executive, Statement,
OFFICIO, B-OFFICIO, M-OFFICIO, GLTR, ILGL, GLGL, Foolscap, Custom sizes: Min. 99 x
148 mm Max. 216.0 x 355.6 mm.

Multi-purpose tray: A4, A5, A5 (Landscape), A6, B5, B6, Legal, Letter, Executive, Statement,
OFFICIO, B-OFFICIO, M-OFFICIO, GLTR, ILGL, GLGL, Foolscap, Index. Envelope (COM10,
No10, Monarch, C5, DL), Custom sizes: Min. 76.2 x 127 mm Max. 216.0 x 355.6 mm.

Cassette (Optional): A4, A5, A5 (Landscape), A6, B5, B6, Legal, Letter, Executive, Statement,
OFFICIO, B-OFFICIO, M-OFFICIO, GLTR, ILGL, GLGL, Foolscap, Custom sizes: Min. 99 x
148 mm Max. 216.0 x 355.6 mm

Envelope Feeder (Optional): Envelope (COM10, No10, Monarch, C5, DL)
Cassette (standard and optional): 60 to 135 g/m?2

Envelope Feeder (Optional): 80 to 100 g/m2

Multi-purpose tray: 60 to 199 g/m?2

Automatic

Cassette:

A4, A5, B5, Legal, Letter, Executive, OFFICIO, B-OFFICIO, M-OFFICIO, GLTR, ILGL, GLGL,
Foolscap, F4A, 16K

Custom size - Min. 148 x 210 mm Max. 216 x 355.6 mm

60 to 120 g/m2

USB 2.0 Hi-Speed, 10BASE-T/100BASE-TX/1000Base-T, Wireless 802.11b/g/n, Wireless
Direct Connection

Windows 11 / Windows 10 / Windows 8.1 / Server 2022 / Server 2019 / Server 2016 / Server
2012R2 / Server 2012 / Mac OS X version 10.12 & up Linux

Print: TCP/IP (LPD/Port9100/IPP/IPPS/FTP/WSD)
Management: SNMPv1, SNMPv3 (IPv4, IPv6)

Security: TLS1.3, IPSec, IP/Mac address filtering, IEEE802.1X, SNMPVv3, SSL (HTTPS, IPPS),
Dual Network Support

Security (wireless):
Infrastructure Mode:

WEP(64/128 bit), WPA-PSK(TKIP/AES), WPA2-PSK(TKIP/AES), WPA3-SAE (AES),
WPA-EAP (AES), WPA2-EAP (AES), WPA3-EAP (AES)

Access Point Mode:
WPA2-PSK(AES)
Wi-Fi Direct Mode:

WPA2-PSK (AES)
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Software and Printer Management Remote User Interface (RUI)
Department ID Management
Toner Status Tool

iW Enterprise Management Console: Server-based software for centralised management of a
fleet of devices

eMaintenance: embedded RDS allows remote eMaintenance services such as meter capture,
automatic consumables management and remote diagnostics.

Content Delivery System: Server platform enables automatic firmware update to the device.

Software & Printer Management

Tracking & Reporting N/A
Remote Management Tools N/A
Scanning Software N/A
Optimisation Tools N/A
Platform N/A
Document Publishing N/A

General Features

Recommended Monthly Print 3,000 - 16,000 pages per month

Volume

Duty Cycle Max. 275,000 pages per month

Processor Speed 1.6GHz x 2

Memory 2GB

Storage 32GB eMMC (available space 15GB)

Control Panel 5 Line LCD, 5 LED (Online, Ready, Message, Job and Energy saver), Buttons, 10-key numeric
keypad

Dimensions with Trays (W x D x H) 430 mm x 464 mm x 370 mm

Installation Space (W x D x H) N/A
Weight Approx. 22 kg
Operating Environment Temperature: 10 to 30°C (50 to 86°F)

Humidity 20 to 80% RH (no condensation)
Power Source 220-240V (+/-10%) 50/60Hz (+/-2Hz)
Power Consumption Maximum: Approx. 1500W or less

Active: Approx. 771.49W or less

Standby: Approx. 13.69W or less

Sleep: Approx. 1.0W or less

Typical Electricity Consumption (TEC): 0.61kWh/week
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Noise Levels Sound power
Active: Simplex 70 dB or less
Duplex 71 dB or less
Standby: Inaudible
Sound pressure3
Active: 55 dB or less
Standby: Inaudible
Consumables
Cartridges Standard: Cartridge 073 (27,000 pages)
Accessories & Options
Iltems Paper Feeder PF-J1 (550-sheet cassette) x 4
Paper Deck Unit PD-H1 (2, 000-sheet cassette deck)
Envelope Feeder EF-B1 (Envelope feeder cassette)
Barcode Printing Kit-D1 (Enables barcode printing capability)
PCL Font Set-Al (Enables Unicode printing capability on SAP and supports Andale font)

User Maintenance Kit-D1 (Regular maintenance kit including fixing unit/transfer roller/pick-up
roller)

Product Information Online

For the latest product information, availability and purchasing details, please visit the product page:

Product page:
https://lwww.comx-computers.co.za/PRCALBP361DW-Canon-i-SENSYS-LBP361dw-A4-mono-Laser-Printer-Duplex-USB-LAN-
WiFi-p-288213.php

Images and specifications are provided for reference and are subject to change without notice. E&OE.

Terms of Use: https://www.comx-computers.co.za/terms-of-use.php
Terms of Sale: https://www.comx-computers.co.za/terms-of-sale.php
PDF generated: 2026-10-27 16:43:47.

This PDF was generated automatically and may include content prepared or assisted by automated or Al-based systems. While reasonable care is taken
to ensure accuracy, errors or omissions may occur.

For the most current and accurate product information, please refer to the product information available on our website. If any specification or other
information differs from information published elsewhere, please confirm the details with us before relying on the information or making a purchasing

decision.

If you identify an error or discrepancy, please report it to us so that we may investigate and correct it where necessary.
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