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U9

Tenda U9 AC650 Wireless Dual Band USB Adapter

Product Overview

Tenda U9 AC650 Wireless Dual Band USB Adapter, U9, 802.11ac dual-band Wi-Fi USB Adapter 5GHz up to 433Mbps, 2.4
GHz up to 200Mbps

Specifications

Overview:

U9 is an 1lac dual band Wi-Fi Adapter. 5GHz wireless speed of U9 can be up to 433Mbps and 2.4 GHz can be up to
200Mbps. The advanced technology MU-MIMO has been used on U9 which can improve data transfer efficient and provide a
smoother streaming. With internal drive, can automatically complete installation once plugged into your computer.With a
compact and mini designed, U9 has no effect on usage of neighboring ports. U9 also Compatible with Windows
(XP/7/8/8.1/10), can satisfy with various user requirements.

Features:

Fast AC Wi-Fi for HD Streaming
U9 come with the next generation Wi-Fi standard -Fast WiFi technology - 802.11ac, the transfer rate is 3 times faster than
wireless N. Selectable dual 5 GHz (433 Mbps) and 2.4 GHz (200 Mbps) bands making it ideal for HD video streaming

Auto-Install, Configuration-free
With internal drive, U9 can automatically complete installation once plugged into your computer, releasing you from
troublesome configuration, and installation using CD or drive.

With MU-MIMO Technology

U9 come with 11ac MU-MIMO (Multiple User - Multiple Input Multiple Output) technology, use with the AP which supports
MU-MIMO, communicate with multiple devices simultaneously on U9 is available, so the transmission performance has been
significantly improved.

Miniature Design
With compact and sleek design, it's smaller than most 11ac Wi-Fi USB adapters available and easy to carry. Users can

connect the mini adapter to any USB port and has no effect on usage of neighboring ports.

Compatible with various operating systems

ComX Computers - Product specification sheet - Page 1/2



ComX Computers

Product Specification Sheet

U9 is compatible with Windows XP, Windows 7, Windows 8, Windows 8.1 and Windows 10 etc. satisfying wireless internet
connection demands of desktop computers, notebooks and other devices.

Specifications:

Product Code
Interface
Dimension
Antenna

Wireless Standards

Frequency

Signal Rate

Transmit Power
Wireless Rate
Wireless Security
Certification

Package Content

System Requirement

Environment

Product Information Online

U9

UsSB2.0

36.8mm*18.5mm*7.6mm(L x W x H)

Internal PIFA Antenna

IEEE802.11b, IEEE 802.11¢g, IEEE 802.11n, IEEE 802.11a, IEEE 802.11ac
5 GHz

2.4 GHz

1lac: Up to 433Mbps

11b: Up to 200Mbps

Station Mode

64/128-bit WEP, WPA-PSK / WPA2-PSK, WPA | WPA2

CE, FCC, RoHS

1*Wireless Adapter U9

1* Install Guide

windows10, Windows 8.1,Windows 8,Windows 7,Windows XP
Operating Temperature: 0 to 40degC

Storage Temperature: -40degC to 70degC

Operating Humidity: 10%~90% non-condensing

Storage Humidity: 5%~90% non-condensing

For the latest product information, availability and purchasing details, please visit the product page:

Product page: https://www.comx-computers.co.za/U9-Tenda-U9-AC650-Wireless-Dual-Band-USB-Adapter-Buy-p-246441.php

Images and specifications are provided for reference and are subject to change without notice. E&OE.

Terms of Use: https://www.comx-computers.co.za/terms-of-use.php
Terms of Sale: https://www.comx-computers.co.za/terms-of-sale.php

PDF generated: 2026-10-16 04:45:13.

This PDF was generated automatically and may include content prepared or assisted by automated or Al-based systems. While reasonable care is taken
to ensure accuracy, errors or omissions may occur.

For the most current and accurate product information, please refer to the product information available on our website. If any specification or other
information differs from information published elsewhere, please confirm the details with us before relying on the information or making a purchasing

decision.

If you identify an error or discrepancy, please report it to us so that we may investigate and correct it where necessary.
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